ReaderTT.config = {"pagecount":46,"title":"Iub Transport Dimension Methodology","author":"ARAGORN","subject":"","keywords":"","creator":"Acrobat PDFMaker 11 for PowerPoint","producer":"Adobe PDF Library 11.0","creationdate":"D:20131007142044+08'00'","moddate":"D:20131007142052+08'00'","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Programming Language #3","page":1,"zoom":"Fit"},{"title":"Input & Output","page":2,"zoom":"Fit"},{"title":"User Interfacee","page":3,"zoom":"Fit"},{"title":"Chapter 3","page":4,"zoom":"Fit"},{"title":"3.1 Conversion specification","page":5,"zoom":"Fit"},{"title":"Slide Number 6","page":6,"zoom":"Fit"},{"title":"Example 3-1","page":7,"zoom":"Fit"},{"title":"Slide Number 8","page":8,"zoom":"Fit"},{"title":"Console Output","page":9,"zoom":"Fit"},{"title":"3.2 conversion specifiers","page":10,"zoom":"Fit"},{"title":"Conversion Specidiers","page":11,"zoom":"Fit"},{"title":"3.3 Flag and width","page":12,"zoom":"Fit"},{"title":"Example","page":13,"zoom":"Fit"},{"title":"Slide Number 14","page":14,"zoom":"Fit"},{"title":"Slide Number 15","page":15,"zoom":"Fit"},{"title":"Console Output","page":16,"zoom":"Fit"},{"title":"3.4 precision","page":17,"zoom":"Fit"},{"title":"Example","page":18,"zoom":"Fit"},{"title":"Slide Number 19","page":19,"zoom":"Fit"},{"title":"Console Output","page":20,"zoom":"Fit"},{"title":"3.5 scanf()","page":21,"zoom":"Fit"},{"title":"scanf","page":22,"zoom":"Fit"},{"title":"printf","page":23,"zoom":"Fit"},{"title":"Slide Number 24","page":24,"zoom":"Fit"},{"title":"User Interface?","page":25,"zoom":"Fit"},{"title":"User Interface: Keyboard","page":26,"zoom":"Fit"},{"title":"User Interface: Monitor","page":27,"zoom":"Fit"},{"title":"Types of user interfaces in computer","page":28,"zoom":"Fit"},{"title":"DOS & UNIX","page":29,"zoom":"Fit"},{"title":"Mac OS & Windows 7","page":30,"zoom":"Fit"},{"title":"User Interface: Mouse","page":31,"zoom":"Fit"},{"title":"Other UI?","page":32,"zoom":"Fit"},{"title":"stdio.h = Standard Input & Output","page":33,"zoom":"Fit"},{"title":"Slide Number 34","page":34,"zoom":"Fit"},{"title":"Console Output","page":35,"zoom":"Fit"},{"title":"3.6  * Specifier","page":36,"zoom":"Fit"},{"title":"Slide Number 37","page":37,"zoom":"Fit"},{"title":"Console Output","page":38,"zoom":"Fit"},{"title":"3.8 type Conversion","page":39,"zoom":"Fit"},{"title":"Slide Number 40","page":40,"zoom":"Fit"},{"title":"Binary expression","page":41,"zoom":"Fit"},{"title":"num = 321;","page":42,"zoom":"Fit"},{"title":"3.10 Exercise","page":43,"zoom":"Fit"},{"title":"Slide Number 44","page":44,"zoom":"Fit"},{"title":"Homework #3","page":45,"zoom":"Fit"},{"title":"Any Question?","page":46,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
