ReaderTT.config = {"pagecount":14,"title":"EG1201 开关电源芯片用户手册","author":"微软用户","subject":"（开关电源芯片）","keywords":"","creator":"Acrobat PDFMaker 9.0 Word 版","producer":"Adobe PDF Library 9.0","creationdate":"D:20120724130912+08'00'","moddate":"D:20120724131014+08'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"特点","page":4,"zoom":"XYZ 201 1084 0"},{"title":"描述","page":4,"zoom":"XYZ 417 869 0"},{"title":"应用领域","page":4,"zoom":"XYZ 750 536 0"},{"title":"引脚","page":5,"zoom":"XYZ 178 1107 0","children":[{"title":"引脚定义","page":5,"zoom":"XYZ 250 1035 0"},{"title":"引脚描述","page":5,"zoom":"XYZ 702 583 0"}]},{"title":"结构框图","page":6,"zoom":"XYZ 166 1119 0"},{"title":"典型应用电路","page":7,"zoom":"XYZ 166 1119 0"},{"title":"电气特性","page":9,"zoom":"XYZ 166 1119 0","children":[{"title":"极限参数","page":9,"zoom":"XYZ 213 1072 0"},{"title":"典型参数","page":9,"zoom":"XYZ 687 598 0"}]},{"title":"应用设计","page":11,"zoom":"XYZ 166 1119 0","children":[{"title":"CT定时电容与开关频率的关系","page":11,"zoom":"XYZ 213 1072 0"},{"title":"FB反馈与控制","page":11,"zoom":"XYZ 429 857 0"},{"title":"电流取样电阻Rs","page":11,"zoom":"XYZ 953 333 0"},{"title":"过温度保护","page":12,"zoom":"XYZ 273 1012 0"},{"title":"功率管驱动特性与高耐压偏置技术","page":12,"zoom":"XYZ 702 583 0"},{"title":"过压与欠压保护","page":13,"zoom":"XYZ 154 1132 0"},{"title":"最大开关电流限制","page":13,"zoom":"XYZ 774 511 0"}]},{"title":"封装尺寸","page":14,"zoom":"XYZ 166 1119 0","children":[{"title":"DIP8封装尺寸","page":14,"zoom":"XYZ 213 1072 0"},{"title":"SOP8封装尺寸","page":14,"zoom":"XYZ 690 595 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
