ReaderTT.config = {"pagecount":21,"title":"Assalamu\u2019alaikum Wr. Wb","author":"Smil3","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220521121608Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Slide 1","page":1,"zoom":"XYZ 0 825 0"},{"title":"LATAR BELAKANG","page":2,"zoom":"XYZ 0 825 0"},{"title":"TUJUAN","page":3,"zoom":"XYZ 0 825 0"},{"title":"Manfaat","page":4,"zoom":"XYZ 0 825 0"},{"title":"PENGERTIAN SISTEM PENGAPIAN L 300","page":5,"zoom":"XYZ 0 825 0"},{"title":"Spesifikasi Sistem Pengapian mesin Bensin","page":6,"zoom":"XYZ 0 825 0"},{"title":"SKEMA SISTEM PENGAPIAN BATERAI KONVENSIONAL","page":7,"zoom":"XYZ 0 825 0"},{"title":"KOMPONEN-KOMPONEN UTAMA SISTEM PENGAPIAN BATERAI KONVENSIONAL","page":8,"zoom":"XYZ 0 825 0"},{"title":"Baterai","page":9,"zoom":"XYZ 0 825 0"},{"title":"KUNCI KONTAK","page":10,"zoom":"XYZ 0 825 0"},{"title":"Koil","page":11,"zoom":"XYZ 0 825 0"},{"title":"DISTRIBUTOR","page":12,"zoom":"XYZ 0 825 0"},{"title":"Kabel Tegangan Tinggi","page":13,"zoom":"XYZ 0 825 0"},{"title":"PLATINA","page":14,"zoom":"XYZ 0 825 0"},{"title":"KONDENSATOR","page":15,"zoom":"XYZ 0 825 0"},{"title":"VAKUM ADVANCE","page":16,"zoom":"XYZ 0 825 0"},{"title":"SENTRIFUGAL ADVANCE","page":17,"zoom":"XYZ 0 825 0"},{"title":"Busi","page":18,"zoom":"XYZ 0 825 0"},{"title":"TROUBLESHOOTING","page":19,"zoom":"XYZ 0 825 0"},{"title":"Kesimpulan","page":20,"zoom":"XYZ 0 825 0"},{"title":"Saran","page":21,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
